NTSC SYSTEM VCMS50I

VCMS50I Features:
- High Performance CMOS Camera
- IR LED Low Light Enhancement
- Waterproof (IP66K)
- Compact Size

Contents:
Camera Bracket Hardware Kit

Installation and Pin Out:

Specifications
- Mounting Type: External type
- Image sensor: 1/4" CMOS camera
- Resolution: 380 TV Lines
- Min Illumination: 0 Lux (with IR LED ON)
- Water resistance: IP66K
- View angle: 120°(H), 90°(V), 160°(D)
- Dimension: 27(W) x 27(H) x 33(D)mm
- 1.1(W) x 1.1(H) x 1.3 (D)inch
- Working temperature: -30°C ~ +65°C
- Weight: Approx. 0.06 kg / 0.13 lbs

Camera to bracket hardware

<table>
<thead>
<tr>
<th>Specifications</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>M6x12 stainless steel screw</td>
<td>2</td>
</tr>
<tr>
<td>M4 stainless steel screw</td>
<td>2</td>
</tr>
<tr>
<td>M4 spring washer stainless</td>
<td>2</td>
</tr>
<tr>
<td>Adhesive pad</td>
<td>1</td>
</tr>
</tbody>
</table>

Side Mounting

Bracket Mtg. Hole Dimensions

Recommended grommet Hole

Unit: Inch