**Pairing Process**

If your monitor is not receiving a signal from the camera; the two may not be paired correctly.

1. Camera and receiver must be connected to 12 Volt DC power supply.
2. Remove “pair” button cover from the side of the camera (using a coin or flat head screwdriver). Figure 4
3. Press and hold the “pair” button on the receiver for 3 seconds and release. (Monitor will display “Please press TX pairing button”)
4. Press and hold the “pair” button on the side of the camera for 3 seconds and release (you have 60 seconds to press this button.)

If done correctly, monitor will display “Pairing successful”. If pairing is not successful, the monitor will display “Pairing failed”. If you receive this message, repeat steps 2 - 4.

**Trouble Shooting**

Monitor displays “No Signal”.
- Check 12VDC power at camera and receiver box.
- Make sure antenna is tight and pointed correctly.
- Try manually pairing the system. See Pairing Process for instructions.

Intermittent reception.
- Make sure antenna is tight and installed vertically.

For further technical support call: 1-877-305-0445
**Installing the Camera**

1. Choose a location so you can easily splice the power and ground connections.
2. Using a voltage meter, measure the power source wires to determine positive/negative polarity.
3. Connect the red wire from the camera to the positive wire.
4. Connect the black wire from the camera to the negative wire.
5. Pre-drill the screw holes for the mounting bracket with an 1/8" drill bit.
6. Apply a weather proof sealant to the pre-drilled holes.
7. Align the bracket to the holes.
8. Install the bracket with the supplied Tapping P/H screws with washers.
9. Apply additional sealant to the screw heads and bracket to ensure a weather proof seal.
10. Align the camera in the bracket (Figure 1).
11. Install with the supplied Hex Socket Head stainless screws and larger washers in the corresponding holes (Figure 2).
12. Camera should be adjusted for optimum view before these screws are fully tightened.
13. Align the antenna vertically for optimum performance (Figure 3).

**Installing the Receiver**

1. Connect WVRX1 cable to Voyager Monitor or use adapter cable for power, video, and audio.
2. Align the antenna to its upright position.

**Operation**

1. Press the power button on the monitor and turn on power to camera.
2. The monitor will display the Voyager® logo for 8 seconds and then the camera image should appear.
3. In the top right corner of the monitor, you will see the signal strength meter.