## Specifications

### Mounting Type
External type

### Image Sensor
1/4" CMOS camera

### Resolution
420 TV lines

### Water Resistance
IP68K

### Dimension
- Width: 4.72 (H) x 2.4 (W) x 2.83 (D) mm
- Width: 1.86 (H) x 0.94 (W) x 1.10 (D) inch

### Working Temperature
-50°C ~ +80°C

### Weight
Approx. 0.29 kg / 0.64 lbs

### Min Illumination
0 Lux (with IR LED ON)

## Installation

###的内容：

**Contents:**
- Camera
- Bracket
- Hardware Kit

**Installation and Pin Out:**

- Waterproof Camera Connector
- Standard Cable Connector
- Grommet To Seal Through Vehicle Exterior
- LED Assisted Illumination
- Microphone
- Normal/Mirror switch

### Camera to Bracket Hardware

<table>
<thead>
<tr>
<th>Specifications</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hex Socket Head M4 X 6L Stainless screws</td>
<td>4</td>
</tr>
<tr>
<td>Allen</td>
<td>1</td>
</tr>
</tbody>
</table>

### Installation

**Screw For Use**
- Hex Socket Head M4 X 6L Stainless screws
- Allen wrench

### Bracket Mtg. Hole Dimensions

- **Unit:** Inch
- **Recommended grommet Hole:** Ø 0.75"